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Features

• Designed to be full height with a max floor to ceiling height of 2500mm

• Available in 16 standard colours. Non-standard colours available 
on request

• 15.52mm toughened and laminated glass to doors and pilasters

• Low iron opti-white glass as standard, giving a true colour 
representation

• Choice of anodised finishes to door furniture and extruded profiles

• Unique glass rebated feature ensuring a flush finish eliminating 
sight lines

• Engineered and adjustable spring loaded, self-closing hinges

• Machined lock with concealed fixings and emergency release 
mechanism
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Manufacturer: Prospec Limited, Canklow Meadows Estate, West Bawtry Road, 
Rotherham, S60 2XL, Tel: 01709 377147, Fax: 01709 375239, 
Web: www.prospec.co.uk E-mail: sales@prospec.co.uk  

Product reference: Cloud

Overall Cubicle Height: Up to a height of 2500mm 

Frame & Finish: Aluminium extrusions satin silver anodised to 25 microns. 

Fittings: Satin anodised aluminium horizontal and vertical profiles, including channels,
head rails and clip in sections; division panels are attached through hinge/bracket using
aluminium fittings with eccentric adjustment feature. 

Door Fittings: Satin anodised aluminium hinge/brackets mechanically fixed into
concealed rosettes; engineered satin anodised lock, fixed though door with concealed
fixings with outside indicator and emergency release function; satin anodised aluminium
coat hooks with integral rubber buffer.

Pilasters, Doors & End Panels: 15.52mm (1 x 8mm & 1 x6mm leaf) toughened &
laminated opti-white glass, with a 1.52mm EVA interlayer or 16mm compact grade
laminate. Glass has an offset rebate, creating a consistent appearance on each side,
thus eliminating any sightline into the cubicle.

Partition Panels: 12.76mm (2 x 6mm leaves of glass) toughened and laminated glass
opti-white glass with a 0.76mm EVA interlayer or 12mm compact grade laminate.

Edge Treatment: All edges polished, exposed corners with small radius. 

Colour/Finish: Glass: Ceramic paint solid colour or etch effect from a choice of 16
standard colours. Non-standard colours available on request.

Accessories: Outward opening doors fitted with matching satin anodised pull handle,
fixed through door using matching fittings.
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